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Linear Variable Edge Filters
Use in Pairs to Create High Efficiency Custom Bandpass Filters
Optimum Input Beam Diameter of 0.2 x 8.0mm
OD3 Blocking
Linear Variable Bandpass Filters Also Available

Common Specifications
Physical & Mechanical Properties

Dimensions (mm): 60.0 x 15.0 Length (mm): 60.00

Thickness (mm): 3.00 Width (mm): 15.00

Aperture (mm): 0.2 x 8.0

Optical Properties

Substrate: Fused Silica (Corning 7980)

Coating: Variable

https://www.edmundoptics.com/c/products/0/
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https://www.edmundoptics.com/c/longpass-filters/732/
https://www.edmundoptics.es/optics/optical-filters/bandpass-filters/linear-variable-bandpass-filters/3665
file:///document/download/526911


Technical Information



Products

 Dimensions
(mm) 

 Thickness
(mm) 

 Wavelength
Range (nm) 

 Stock
Number  Price Buy

60.0 x 15.0 3.00 300 - 850 #88-363 €1.720,10
Volume Pricing   7 In Stock  

60.0 x 15.0 3.00 340 - 850 #83-983 €1.720,10
Volume Pricing   9 In Stock  

60.0 x 15.0 3.00 320 - 750 #88-364 €1.720,10
Volume Pricing
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