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Diameter includes liquid lens
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R 12mm LT Series Fixed Focal Length Lens

12mm FL Front, #14-361

Stock #14-361 2 In Stock
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Note: This item requires accessories for use | Learn More



http://www.edmundoptics.es/contact-support/
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/schott/1311/
javascript:void(0);
http://www.edmundoptics.es/c/fiber-optics/623/
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/ibs-ion-beam-sputtering-coated-optics/1280/
http://www.edmundoptics.es/c/diffractive-optical-elements-doe/1348/
http://www.edmundoptics.es/c/new-optics/790/
http://www.edmundoptics.es/c/optics/602/
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/laser-beam-shaping/1220/
http://www.edmundoptics.es/c/laser-beamsplitters/762/
http://www.edmundoptics.es/c/laser-microscopy/1221/
http://www.edmundoptics.es/c/crystals-isolators/1214/
http://www.edmundoptics.es/c/laser-polarization/760/
http://www.edmundoptics.es/c/laser-prisms/761/
http://www.edmundoptics.es/c/new-laser-optics/819/
http://www.edmundoptics.es/c/laser-optics/754/
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/new-optomechanics/789/
http://www.edmundoptics.es/c/optomechanics/604/
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/techspecr-120i-plan-apo-infinity-corrected-objectives/1494/
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/zeiss/1359/
http://www.edmundoptics.es/c/automated-upright-microscopes/1493/
http://www.edmundoptics.es/c/infinity-corrected-objectives/629/
http://www.edmundoptics.es/c/finite-conjugate-objectives/708/
http://www.edmundoptics.es/c/reflective-objectives/709/
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/microscope-systems/628/
javascript:void(0);
http://www.edmundoptics.es/c/modular-zoom-lenses/1007/
http://www.edmundoptics.es/c/microscopy-targets/1209/
http://www.edmundoptics.es/c/reticles-stage-micrometers/707/
javascript:void(0);
http://www.edmundoptics.es/c/eyepieces/704/
http://www.edmundoptics.es/c/relay-lenses-couplers/705/
http://www.edmundoptics.es/c/pocket-direct-microscopes/706/
javascript:void(0);
http://www.edmundoptics.es/c/new-microscopy/791/
http://www.edmundoptics.es/c/microscopy/625/
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/optical-amplifiers/1558/
javascript:void(0);
http://www.edmundoptics.es/c/laser-mechanics/983/
http://www.edmundoptics.es/c/laser-accessories/1276/
javascript:void(0);
http://www.edmundoptics.es/c/new-lasers/792/
http://www.edmundoptics.es/c/lasers/606/
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/fixed-focal-length-lenses/1002/
http://www.edmundoptics.es/c/telecentric-lenses/1003/
http://www.edmundoptics.es/c/m12-smount-lenses/1005/
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/liquid-lenses/1351/
http://www.edmundoptics.es/c/ruggedized-lenses/1349/
http://www.edmundoptics.es/c/cinema-production-and-advanced-photography/1459/
javascript:void(0);
http://www.edmundoptics.es/c/imaging-lenses/1000/
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/usb-cameras/1013/
http://www.edmundoptics.es/c/gigabit-ethernet-cameras/1016/
http://www.edmundoptics.es/c/scientific-cameras/1553/
http://www.edmundoptics.es/c/flir/1402/
http://www.edmundoptics.es/c/teledyne-dalsa/1401/
http://www.edmundoptics.es/c/teledyne-lumenera/1405/
http://www.edmundoptics.es/c/teledyne-photometrics-cameras/1565/
http://www.edmundoptics.es/c/allied-vision/1399/
http://www.edmundoptics.es/c/basler/1400/
http://www.edmundoptics.es/c/ids-imaging/1403/
http://www.edmundoptics.es/c/lucid-vision-labs/1404/
http://www.edmundoptics.es/c/pixellinkr/1406/
http://www.edmundoptics.es/c/jai-cameras/1489/
javascript:void(0);
http://www.edmundoptics.es/c/thermal-cameras/1551/
http://www.edmundoptics.es/c/nir-cameras/1407/
http://www.edmundoptics.es/c/camera-accessories/1020/
http://www.edmundoptics.es/c/analog-cameras/1017/
http://www.edmundoptics.es/c/firewire-cameras/1014/
http://www.edmundoptics.es/c/imaging-systems/1023/
http://www.edmundoptics.es/c/new-cameras/1025/
http://www.edmundoptics.es/c/cameras/1012/
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/spectroscopy-lighting/1436/
javascript:void(0);
http://www.edmundoptics.es/c/other-light-sources/1437/
javascript:void(0);
http://www.edmundoptics.es/c/new-illumination/793/
http://www.edmundoptics.es/c/lights-and-illumination/605/
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/resolution-test-targets/1100/
http://www.edmundoptics.es/c/distortion-test-targets/1101/
http://www.edmundoptics.es/c/image-analysis-stage-micrometers/1102/
http://www.edmundoptics.es/c/color-gray-level-test-targets/1103/
http://www.edmundoptics.es/c/usaf-targets/1390/
http://www.edmundoptics.es/c/ronchi-rulings/1391/
http://www.edmundoptics.es/c/reticles/1392/
http://www.edmundoptics.es/c/test-targets/1099/
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/optical-metrology/1427/
javascript:void(0);
http://www.edmundoptics.es/c/detectors/1105/
http://www.edmundoptics.es/c/amplifiers/1106/
http://www.edmundoptics.es/c/light-meters/1107/
http://www.edmundoptics.es/c/spectroscopy/1108/
http://www.edmundoptics.es/c/scratch-dig-roughness-standards/1109/
http://www.edmundoptics.es/c/measurement-tools/1110/
http://www.edmundoptics.es/c/active-optical-components/1111/
http://www.edmundoptics.es/c/new-testing-detection/1112/
http://www.edmundoptics.es/c/testing-detection/1104/
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/general-tools/641/
http://www.edmundoptics.es/c/adhesives/644/
http://www.edmundoptics.es/c/acktar-blackened-products/1277/
http://www.edmundoptics.es/c/blackout-material/973/
http://www.edmundoptics.es/c/uv-curing-equipment/1302/
http://www.edmundoptics.es/c/storage/974/
http://www.edmundoptics.es/c/lab-kits/1199/
javascript:void(0);
http://www.edmundoptics.es/c/magnets/691/
http://www.edmundoptics.es/c/lab-production/626/
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/thermal-cameras/1551/
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/shop-by-application/1520/
javascript:void(0);
javascript:void(0);
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/acktarr/1379/
http://www.edmundoptics.es/c/adloptica/1380/
http://www.edmundoptics.es/c/advanced-illumination/1381/
http://www.edmundoptics.es/c/allied-vision/1382/
http://www.edmundoptics.es/c/basler/1542/
http://www.edmundoptics.es/c/ccs/1500/
http://www.edmundoptics.es/c/coherent/1384/
http://www.edmundoptics.es/c/dolan-jenner/1385/
http://www.edmundoptics.es/c/everix/1458/
http://www.edmundoptics.es/c/hoya/1387/
http://www.edmundoptics.es/c/ids-imaging-development-systems/1378/
http://www.edmundoptics.es/c/infinity-photo-optical-company/1377/
javascript:void(0);
http://www.edmundoptics.es/c/jenoptik/1513/
http://www.edmundoptics.es/c/lightpath-optical-components/1352/
http://www.edmundoptics.es/c/lucid-vision-labst/1376/
http://www.edmundoptics.es/c/mitutoyo/1374/
http://www.edmundoptics.es/c/nikon/1389/
http://www.edmundoptics.es/c/norland/1457/
http://www.edmundoptics.es/c/ocean-optics/1550/
http://www.edmundoptics.es/c/olympus/1373/
http://www.edmundoptics.es/c/optotune/1367/
http://www.edmundoptics.es/c/richardson-gratingstrade/1372/
http://www.edmundoptics.es/c/scannermax/1512/
http://www.edmundoptics.es/c/schott/1311/
http://www.edmundoptics.es/c/tmc/1566/
http://www.edmundoptics.es/c/ultrafast-innovations/1409/
http://www.edmundoptics.es/c/zaber/1485/
http://www.edmundoptics.es/c/zeiss/1370/
http://www.edmundoptics.es/c/popular-brands/1366/
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/new-optics/790/
http://www.edmundoptics.es/c/new-laser-optics/819/
http://www.edmundoptics.es/c/new-optomechanics/789/
http://www.edmundoptics.es/c/new-lasers/792/
http://www.edmundoptics.es/c/new-microscopy/791/
http://www.edmundoptics.es/c/new-imaging-lenses/1024/
http://www.edmundoptics.es/c/new-cameras/1025/
http://www.edmundoptics.es/c/new-illumination/793/
http://www.edmundoptics.es/c/new-testing-detection/1112/
http://www.edmundoptics.es/c/new-products/788/
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/clearance-laser-optics/1433/
http://www.edmundoptics.es/c/clearance-optics/836/
http://www.edmundoptics.es/c/clearance-optomechanics/835/
http://www.edmundoptics.es/c/lasers/838/
http://www.edmundoptics.es/c/microscopy/837/
http://www.edmundoptics.es/c/clearance-imaging-lenses/1048/
http://www.edmundoptics.es/c/clearance-cameras/1049/
http://www.edmundoptics.es/c/clearance-illumination/839/
http://www.edmundoptics.es/c/clearance-test-targets/1126/
http://www.edmundoptics.es/c/clearance-testing-detection/1125/
http://www.edmundoptics.es/c/clearance-lab-production/933/
http://www.edmundoptics.es/c/clearance-products/787/
javascript:void(0);
javascript:void(0);
http://www.edmundoptics.es/c/recertified-optics/882/
http://www.edmundoptics.es/c/recertified-optomechanics/881/
http://www.edmundoptics.es/c/recertified-lasers/884/
http://www.edmundoptics.es/c/recertified-microscopy/883/
http://www.edmundoptics.es/c/recertified-imaging-lenses/1072/
http://www.edmundoptics.es/c/recertified-cameras/1073/
http://www.edmundoptics.es/c/recertified-illumination/885/
http://www.edmundoptics.es/c/recertified-lab-production/939/
http://www.edmundoptics.es/c/recertified-products/786/
http://www.edmundoptics.es/capabilities
http://www.edmundoptics.es/knowledge-center/
http://www.edmundoptics.es/events
http://www.edmundoptics.es/company/
http://www.edmundoptics.es/tools/quote
http://www.edmundoptics.es/products/product-selection-tools#custom
http://www.edmundoptics.es/products/product-selection-tools
http://www.edmundoptics.es/promotions/
http://www.edmundoptics.es/my-account/login
http://www.edmundoptics.es/contact-support/
http://www.edmundoptics.es/my-account/login
http://www.edmundoptics.es/cart
http://www.edmundoptics.es/f/lt-series-fixed-focal-length-lenses/39676/
http://www.edmundoptics.es/#
http://www.edmundoptics.es/#
http://www.edmundoptics.es/#
http://www.edmundoptics.es/#
http://www.edmundoptics.es/#modal-clearance-45030988
javascript:;
javascript:;
http://www.edmundoptics.es/tools/quote?addByStockNo=14-361
http://www.edmundoptics.es/saved-list/?addStockNumber=14-361
http://www.edmundoptics.es/saved-list/?addStockNumber=14-361
http://www.edmundoptics.es/saved-list/?addStockNumber=14-361
javascript:;

Fixed Focal Length Lens

Integrated Liquid Lens Model:
Optutune EL-16-40-TC

Imaging Lens Type:
Integrated Liquid Lens to Adjust Focus Electronically

Special Type of Lens:
Liquid Lens Focusable

Physical & Mechanical Properties

Iris Option:
Fixed
Length (mm):
74.30
Maximum Diameter (mm):
82
Outer Diameter (mm):
82
Weight (g):
2455
Maximum Rear Protrusion (mm):
0

Optical Properties

Horizontal Field of View @ Max Sensor Format:
432.6mm -60.0°

Held of View at Max Sensor Format:
Horizontal: 434.3mm - 59.2°
Vertical: 321mm - 45.7°
Diagonal: 552.2mm - 71.5°

Horizontal Feld of View, 1.1" Sensor:
432.6mm - 60.0°

Horizontal Feld of View, 1" Sensor:
387.6mm-54.7°

Horizontal Feld of View, 2/3" Sensor:
262.3mm - 38.8°

Horizontal Feld of View, 1/1.8" Sensor:
213.6mm - 32.0°

Horizontal Feld of View, 1/2" Sensor:
189.4mm - 28.5°

Horizontal Reld of View, 1/2.5" Sensor:
171.4mm - 25.9°

Horizontal Reld of View, 1/3" Sensor:
141.5mm - 21.5°

Horizontal FReld of View, 1/4" Sensor:
105.9mm - 16.2°

Maximum Image Circle (mm):

17.60
Numerical Aperture NA, Object Side:
0.006
Number of Hements (Groups):
10(9)
Focal Length AL (mm):
12.00
Working Distance (mm):
350 -
Aperture (fi#):
2.8
Coating:
N4 MgF2
Coating Specification:
N4 MgF2
Entrance Pupil Position (mm):
31.2
Object Space Principal Plane (mm):
39.92
Image Space Principal Plane (mm):
245
Maximum Distortion (%):
423
Exit Pupil Position (mm):
-26.58
Lens Wavelength Range:
VIS

Sensor



Maximum Sensor Format:

11"
Pixel Size (um):
274
Threading & Mounting
Filter Thread:
M62 x0.75 (Male)
Filter Thread Adapter:
#34-236 (Required)
Front Thread:
M48 x0.5 (Male)
Mount:
C-Mount

Environmental & Durability Factors

Storage Temperature (°C):
-20 to +60

Regulatory Compliance

Certificate of Conformance:
View

Product Details

e 1.1"Sensor, C-Mount Lens, up to 12 MegaPixels, 3.45um Pixel Size Sensor

o Integrated Liquid Lens Alows for Dynamic Autofocus

o Liquid Tunable (LT) Lens Maximizes the Liquid Lens Capabilities for Resolution, Range and Focus Speed

e 1210 25mm Focal Length

TECHSPEC® LT Series Fixed Focal Length Lenses feature a high-resolution f/2.8 optical design with an integrated Optotune liquid lens for fast electronic focus. The increased light throughput /2.8 aperture is ideal for high-speed
machine vision applications. When combined with an appropriate camera and software, the focus tunable liquid lens provides the active focus control needed to achieve an autofocus solution. These C-Mount lenses are optimized for
1.1” sensors and have front filter threading to integrate imaging filters to meet application requirements. TECHSPEC® LT Series Fixed Focal Length Lenses are ideal for machine vision and factory automation applications where

focusing at multiple distances is required, such as qualityinspection systems, rapid automation, and package sorting. The TECHSPEC® LT Series Fixed Focal Length Lenses won the Gold-Level 2021 Vision Systems Design
Innovators Award and third place 2021 reader's choice inspect Award.


http://www.edmundoptics.es/p/filter-adapter-m62-x-075-from-m48-x-05-female/3626/
https://www.edmundoptics.com/knowledge-center/application-notes/imaging/operating-vs-storage-temperature-of-imaging-lenses/
http://www.edmundoptics.es/company/press-releases/news/innovative-autofocus-and-waterproof-lenses-from-edmund-optics-awarded-gold--and-bronze-level-vsd-2021-innovators-awards/
http://www.edmundoptics.es/company/press-releases/news/edmund-optics-wins-inspect-award-for-the-5th-year-in-a-row--3rd-place-for-new-lt-lens-series/

inspec

L

award 2021

Image Height vs.

Distortion: 14-361, 12mm

Wavelengths

— 630.00nm

,,,,,,,,,,,,,,,,,,,, — 520.00nm

— 470.00nm

Image Height (mm)

-4.69  -3.95  -2.81  -1.88  -0.94

0.00 0.94 1.88

Distortion (%)

2.81 3.75 4.69

Working Distance: Infinity

#14-361, 12mm LT Series Fixed Focal Length Lens, Distortion

Plot

Relative Illumination Plot:

14-361, 12mm

Relative Illumination (%)

Image Field Height (mm)

\ ®/Numbers
! —£/2.80
o 0.88 1.76 2.60 3.52 .10 5.28 6.16 7.0 7.92 8.80

Working Distance: 350.00mm

Wavelength Range: 470nm-630nm

winner

Note: Hirose cables (2 length options) and Lens Driver are required for operation and sold separately.

Technical Information

#14-361, 12mm LT Series Fixed Focal Length Lens, Relative lllumination Plot


http://www.edmundoptics.es/company/press-releases/news/edmund-optics-wins-inspect-award-for-the-5th-year-in-a-row--3rd-place-for-new-lt-lens-series/

Working Distance vs. Field of View: 14-361, 12mm
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Wavelength Range: 470nm- 630nm

#14-361, 12mm LT Series Fixed Focal Length Lens, Working Distance versus Field of View Plot

Modulation Transfer Function: 14-361, 12mm
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Working Distance: 500.00mm F/Number: £/2.80 Wavelength Range: 470nm-630nm

#14-361, 12mm LT Series Fixed Focal Length Lens, Modulated Transfer Function (MTF) Plot, 500mm Working Distance, 2.8

Depth of Field: 14-361, 12mm
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#14-361, 12mm LT Series Fixed Focal Length Lens, Depth of Field Plot, 500mm Working Distance, 2.8

Modulation Transfer Function: 14-361, 12mm
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#14-361, 12mm LT Series Fixed Focal Length Lens, Modulated Transfer Function (MTF) Plot, 1000mm Working Distance, 2.8

Depth of Field: 14-361, 12mm
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#14-361, 12mm LT Series Fixed Focal Length Lens, Depth of Field Plot, 1000mm Working Distance, f2.8
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Focal Length Stock No. G (B) © (D) (B (] © H U] )
12mm #14-361 715 50.0 70.3 4.0 36.0 C-Mount 36.0 46.5 69.75 5.01
16mm #14-362 75.0 570 85.1 4.0 36.0 C-Mount 345 47.0 70.0
25mm #14-363 785 64.0 955 4.0 36.0 C-Mount 40.0 47.0 70.0

Compatible Cameras
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